LA ELMO Sr.l. SIRISERVA IL DIRITTO DI APPORTARE QUALSIASI VARIAZIONE SENZA ALCUN PREAVVISO.

& ELMO

MOTORI IMMERSI PER ASCENSORI IDRAULICI

V.le Certosa 8/B - 27100 Pavia Ita
Tel. + 39 382 529564 - 422372
Fax. + 39 382 527041

E-Mail: info@elmoitaly.com

ly

SUBMERSIBLE MOTORS FOR HYDRAULIC LIFTS
UNTEROELMOTOREN FUR HYDRAULISCHE AUFZUEGE

MOTEURS IMMERGES DANS L'HUILE POUR ASCENSEURS HIDRAULIQUES

@@ Dim. Fr.
C205390US CSA'ZA

27/08/2015

IN ANY MOMENT AND WITHOUT NOTICE ELMO CAN CHANGE MANUFACTURING PROCESS, PERFORMANCE FEATURES.

Digit Coupling =0
Motor without flywheel
Df = #82.55

N°2 Holes M10
21 mm usefull

Motor Flange Dimensions

Digit Coupling = 4
Motor without flywheel
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Df = @155

Digit Coupling =5 or 7
Motor with flywheel

Digit Coupling =6 or 7

Digit Coupling =8 or9 or Z
Motor with or without flywheel
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Max. depth = 13 mm




