PM-4p 60Hz/1904-08

V.le Certosa 8/B - 27100 Pavia ltaly | s(BMERSIBLE MOTORS FOR HYDRAULIC LIFTS

Tel. + 39 382 529564 - 422372
Fax_ + 39 382 527041 UNTEROELMOTOREN FUR HYDRAULISCHE AUFZUEGE

PERFORMANCE DATA SHEET Without flywheel 4 POLES SINGLE PHASE 220-230 V 60 Hz

LA ELMO S.r.l. SI RISERVA IL DIRITTO DI APPORTARE QUALSIASI VARIAZIONE SENZA ALCUN PREAVVISO.
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IS [l FULL LOAD DATA — WERTE BEI NORMAL SPANNUNG DATA FOR SELECTING MOTORS =

% VALORI DI ESERCIZIO A POTENZA NOMINALE (30 PTC TORQUE OVERLOAD) g

e WERTE FUR DIE AUSLEGUNG e
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) @ — S MOTORE (COPPIA DEL 30% o S38
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E HP{KW|Nm| V | A |P.F[RPM|% i |HP|KW| A [RPM|| % | A %kgm2 kg

§ 1511,1]86,2 9,110,91{1705(59(60 || 179 | 1,4 10,9 (1680 20,9 0,002|| 12

% 2 [15]8,4 12,110,92(1705|60( 70 || 26 | 1,9 (14,5(1680 27,9 0,002(| 14

X

§ 2511,8([10,1 14,3(0,92(1710|61]| 70 3112,3(16,7[1680 34 0,003(| 16

Q

rz\( 3 122(12,4 19,110,84(1700|61|80 || 38 |2,8(21,7[1670 42 1 0,003(| 16

= 225 >30 >180

% 35126114,5 19,5/0,91(1710|65(80 || 45| 3,3 | 23 (1680 51 0,003(| 18

=

= 4 [29]16,1 21,410,94|1720(64(100]|| 49 | 3,6 | 25,3[1690 58 0,004(| 19

<

= 5 [3,7(20,7 26,2(0,94(1710|67(120{]| 63 [ 4,6 | 32 |1680 67 0,004(| 21
6 |4,4|24,6 31 10,94(1710|67|140(| 75 | 5,5| 37 |1670 82 0,005(| 23

I FOR MOTORS WORKING INTO HYDRAULIC OIL AT 45°C
UNTEROELMOTOR IN OEL 45°C
CON MOTORE IMMERSO IN OLIO IDRAULICO A 45°C

B 'NCLUSIVE OF THE HYDRAULIC LOSSES DUE TO THE ROTATION INTO OIL AT 45°C
INKL. DREHZAHLUERLUSTE IM OEL BEIl 45°C
COMPRENSIVO DELLE PERDITE IDRAULICHE PER LA ROTAZIONE IN OLIO A 45°C

HEBE THE SELECTING OUTPUT CORRESPONDS TO A 30 PCT TORQUE OVERLOAD AND TO 1650 AT 60 Hz
FICTITIOUS RPM. IT CAN BE ASSURED BY THE ELMO MOTOR FOR 45 SEC AT MAX 45°C OIL TEMPERATURE.
DIE LEISTUNG FUR DIE AUSLEGUNG DES MOTORS ENTSPRICHT EINER UBERLAST VON 30% DREHMOMENT
UND EINER FIKTIVEN GESCHWINDIGKEIT VON 1650 BEl 60 Hz UMDREHUNGEN PRO MINUTE.
DIESER ZUSTAND IST MIT DEM ELMO—MOTOR FUR 45 SEC. MIT MAX. 45°C OEL—TEMPERATUR GEWAEHRLEISTET.
LA POTENZA PER LA SCELTA DEL MOTORE CORRISPONDE AD UN SOVRACCARICO DEL 30% IN
COPPIA E AD UNA VELOCITA’ FITTIZIA DI 1650 GIRI/MIN. A 60 Hz QUESTA
CONDIZIONE PUO’ ESSERE ASSICURATA DAL MOTORE PER 45 SEC. CON MAX. 45°C DI TEMPERATURA DELL’OLIO.




